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NTPA Hot Farm Turbo Rule Amendment – effective 01-29-2026 

 

The WPI and NTPA Executive Board of Directors have approved the following amendment to the Hot 

Farm turbocharger rules. This rule change came about due to manipulation of the turbocharger MWE 

groove machined into the air intake portion of the compressor housing. Turbochargers with a MWE 

groove will not be accepted in the Hot Farm division after the 2026 season. 

 

k. Hot Farm  

 2. Turbocharger (pg. 123) 

• Rule e) MWE groove must be located in the neck area of the compressor housing 

and be no larger than .200-inch where the intake opening is measured at 3-inches. 

In addition, the MWE groove must measure no larger than .200-inch the entire 

length of the machined groove. Enforcement may include disassembly for 

inspection as necessary. 

 

• NEW Rule i. The current 3-inch inlet x 3.5-inch exhaust outlet turbocharger will be 

accepted with a .200-inch MWE groove as stated through the end of the 2026 

season.  

 

• NEW Rule j. Effective immediately, a 3.4-inch inlet x 4-inch exhaust outlet 

turbocharger utilizing a smooth air inlet bore will be accepted for the 2026 NTPA 

season and beyond. Beginning with the 2027 season, this turbocharger will be the 

only turbocharger accepted in the Hot Farm divsion. 

 

• Turbocharger Pressure Pipe Blanket – pg. 99 

o NEW:  Hot Farm division added to rule a) – all applicable rules listed apply to 

all accepted turbochargers in this division 

 

• Turbocharger Intake Cross – pg. 100 

o Intake cross requirement for Hot Farm division will remain as stated for all 

accepted turbochargers    


